Custom Norton Commando Wiring Diagram - Stuart Smith PRIMARY CASE G
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| TWO POSITION

-1 SPEEDO | LIGHT SWITCH COMMENTS edited by Grant Tiller May 2022
/: / @ Removed factory points, condenser and ballast resistor
GPS RECEIVER Added Boyer Bransden Micro-Digital electronic ignition - note this requires that the coil wiring is changed from parallel (factory standard) to series
Added Colorado Norton Works Electric Start Conversion - note this uses the JD191L2-12V relay, loom and starter / kill switch supplied by cNw
5 I: O’KC DIP BEAM { 5 Removed factory capacitor, zener diode and rectifier
/\\) \ Added Boyer Bransden Power Box combined regulator and rectifier unit and Lucas 3-phase stator
MAIN BEAM Vi f Removed factory warning light assimilator and added 'Improving Classic Motorcycles' Charge Warning Light
III_ =TT s = b Power Socket and Interpol Wiring Removed
: HEADLAMP / RGM / Legendary electronic speedo and tacho fitted in lieu of factory originals (added colored tracers to schematic to help identify plain black cables)
||_Ox° -~ HORN SWITCH Standard wiring is Positive Earth - that is to say the RED (POSITIVE) wire goes FROM the battery TO the frame |
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