Feb 1963 onwards Norton Electra 400cc twin with aftermarket regulator/rectifier and Pazon Sure-Fire electronic ignition

STARTER BUTTON \
C L B TAIL LIGHT
pipswitcH € )Q) | G
= -
DIP BEAM & || STOP SWITCH
MAINBEAV & ||
-On
6V COIL
+ Oy
| mm—
HORN
FUSES
-On
6V COIL
+ Or—
PILOTLIGHT = | mgx et
4— : ID
SPEEDO 1 | 0 )\ 2 I*
© D
REGULATOR/
ENGINE STARTER RECTIFIER
EARTH @ SOLENOID
AMMETER
©
FRAME
C—
LIGHT IGNITION EARTH R 9 ¢ = | g ALTERNATOR
SWITCH SWiTGH 6V BATTERY 6V BATTERY
COMMENTS Grant Tiller October 2023
RETTURNSHEAL L I a Removed factory 3-wire alternator stator, rectifier and regulator
L/H TURN SIGNAL = I Added 'Lucas type 2.-er9 alternator stator and com.blned regulatar / rectifier unit
Removed factory points, condensers and 12 volt coils
TURN SIGNAL FLASHER Added Pazon-Sure electronic ignition and 6 volt coils - note this requires that the coil wiring is changed from independently fired to series wired wasted spark
SWITCH UNIT Added fuses for bike power consumers and for charging circuit
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Standard wiring is Positive Earth - that is to say the RED (POSITIVE) cable goes FROM the battery TO the frame |
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