1975 Norton MK3 Commando Wiring Schematic + Tri-Spark ignition AND PODtronics reg/rec

FRONT
BRAKE
SWITCH
S—

CHARGE
WARNING

R/H HANDLEBAR
SWITCH

FUSE @ BATTERY ©

= = | eveoL @

LIGHT

PODTRONICS|E=——=8ALTERNATOR

[_] ) | evcoL @

STARTER SOLENOID

f NEUTRAL WARNING

EARTH ‘
d —c

L/H TURN SIGNAL
IIH& -

Q. TURN SIGNAL WARNING

R/H TURN SIGNAL
lll—oxo

TRI-SPARK
| IGNITION
Nz
(W
FWR POWER SOCKET @
SL e I|
WY
L GW
Ee EARTH
R | E—— I.
N

NEUTRAL INDICATOR SWITCH S IIl

~I~l| Lucas

140SA
p—Ao PILOT LIGHT Qs 9

TAILLIGHT Q I
¢ I.
R/H TURN SIGNAL
o}ko—"-

MASTER

- L/H TURN SIGNAL
FLASHER o o]

UNIT

TACHOMETER : .j
-I|—°’°‘<- Lr—=l  swITCH

BRAKE LIGHT
2 D o’ \Q Is

lII Q SPEEDO

DIP BEAM i
lll—o/I '\o—ol

I~

fo) |

REAR BRAKE SWITCH

Grant Tiller February 2025

O

\
\ 4 ]

lII Q MAIN BEAM WARNING i

lII Q__ MAIN BEAM

B

L/H HANDLEBAR
SWITCH

Removed factory Capacitor, Zener Diodes and Rectifier.

Added PODtronics combined regulator/rectifier unit.

Removed factory Headlamp Warning Unit.

Added 'Improving Classic Motorcycles' Charge Warning Light.

Removed factory points, condensers and ballast resistor.

Added Tri-Spark electronic ignition - note this requires that the coil wiring is changed from parallel (factory standard) to series.

Standard wiring is Positive Earth - that is to say RED (POSITIVE) cable goes FROM the battery TO the frame.
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